
Produc t  Features
•• DMX512 protocol
•• RS232 communicat ion for  3rd par t y

control
•• Remote control  compatible
•• Capable  of  t imed event  schedul ing
•• Bui l t - in  astronomical  t ime - clock

Touch-Plate  Compatible  Produc ts
•• 2-Wire  Smar t  Stat ions
•• 5-Wire  Smar t  Stat ions
•• Calypso Nex tGen DMX Relay  Panels
•• Calypso Pr ime DMX Relay  Panels
•• Soluxe Optima DMX Relay  Panels
•• Soluxe Universal  DMX Relay  Panels
•• Solare  E l i te  DMX Dimmer Panels
•• Solare  Preferred DMX Dimmer Panels
•• Solare  Selec t  DMX Dimmer Panels
•• Time -Keeper  Web I nter face

Time -Keep er  M ax Control ler

Common Applicat ions
•• Commercia l  appl icat ions  that  need

a control ler  that  communicates  on a
RS-485 net work

•• Resident ia l  appl icat ions  that  need a
Touch-Plate  master  control ler  that
communicates  on a  RS-485 net work

Specif icat ions
•• Pr imar y  voltage is  18-24VDC

How to Order
•• Contac t  the fac tor y  for  ass istance on

how to order

www.touchplate .com support@touchplate .com Ph:  260-426-1565


